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(e) The licensee shall make a radi-
ation survey at the temporary jobsite 
before and after each subsurface tracer 
study to confirm the absence of con-
tamination. 

(f) The results of surveys required 
under paragraphs (a) through (e) of this 
section must be recorded and must in-
clude the date of the survey, the name 
of the individual making the survey, 
the identification of the survey, instru-
ment used, and the location of the sur-
vey. The licensee shall retain records 
of surveys for inspection by the Com-
mission for 3 years after they are 
made. 

§ 39.69 Radioactive contamination con-
trol. 

(a) If the licensee detects evidence 
that a sealed source has ruptured or li-
censed materials have caused contami-
nation, the licensee shall initiate im-
mediately the emergency procedures 
required by § 39.63. 

(b) If contamination results from the 
use of licensed material in well log-
ging, the licensee shall decontaminate 
all work areas, equipment, and unre-
stricted areas. 

(c) During efforts to recover a sealed 
source lodged in the well, the licensee 
shall continuously monitor, with an 
appropriate radiation detection instru-
ment or a logging tool with a radiation 
detector, the circulating fluids from 
the well, if any, to check for contami-
nation resulting from damage to the 
sealed source. 

Subpart E—Security, Records, 
Notifications 

§ 39.71 Security. 
(a) A logging supervisor must be 

physically present at a temporary job-
site whenever licensed materials are 
being handled or are not stored and 
locked in a vehicle or storage place. 
The logging supervisor may leave the 
jobsite in order to obtain assistance if 
a source becomes lodged in a well. 

(b) During well logging, except when 
radiation sources are below ground or 
in shipping or storage containers, the 
logging supervisor or other individual 
designated by the logging supervisor 
shall maintain direct surveillance of 
the operation to prevent unauthorized 

entry into a restricted area, as defined 
in § 20.1003 of this chapter. 

[52 FR8234, Mar. 17, 1987, as amended at 63 FR 
39483, July 23, 1998] 

§ 39.73 Documents and records re-
quired at field stations. 

Each licensee shall maintain the fol-
lowing documents and records at the 
field station: 

(a) A copy of parts 19, 20, and 39 of 
NRC regulations; 

(b) The license authorizing the use of 
licensed material; 

(c) Operating and emergency proce-
dures required by § 39.63; 

(d) The record of radiation survey in-
strument calibrations required by 
§ 39.33; 

(e) The record of leak test results re-
quired by § 39.35; 

(f) Physical inventory records re-
quired by § 39.37; 

(g) Utilization records required by 
§ 39.39; 

(h) Records of inspection and mainte-
nance required by § 39.43; 

(i) Training records required by 
§ 39.61(d); and 

(j) Survey records required by § 39.67. 

§ 39.75 Documents and records re-
quired at temporary jobsites. 

Each licensee conducting operations 
at a temporary jobsite shall maintain 
the following documents and records at 
the temporary jobsite until the well 
logging operation is completed: 

(a) Operating and emergency proce-
dures required by § 39.63. 

(b) Evidence of latest calibration of 
the radiation survey instruments in 
use at the site required by § 39.33. 

(c) Latest survey records required by 
§§ 39.67 (b), (c), and (e). 

(d) The shipping papers for the trans-
portation of radioactive materials re-
quired by § 71.5 of this chapter; and 

(e) When operating under reciprocity 
pursuant to § 150.20 of this chapter, a 
copy of the Agreement State license 
authorizing use of licensed materials. 

§ 39.77 Notification of incidents and 
lost sources; abandonment proce-
dures for irretrievable sources. 

(a) The licensee shall immediately 
notify the appropriate NRC Regional 
Office by telephone and subsequently, 
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within 30 days, by confirmation in 
writing, using an appropriate method 
listed in § 30.6(a) of this chapter, if the 
licensee knows or has reason to believe 
that a sealed source has been ruptured. 
The written confirmation must des-
ignate the well or other location, de-
scribe the magnitude and extent of the 
escape of licensed materials, assess the 
consequences of the rupture, and ex-
plain efforts planned or being taken to 
mitigate these consequences. 

(b) The licensee shall notify the Com-
mission of the theft or loss of radio-
active materials, radiation overexpo-
sures, excessive levels and concentra-
tions of radiation, and certain other 
accidents as required by §§ 20.2201– 
20.2202, § 20.2203 and § 30.50 of this chap-
ter. 

(c) If a sealed source becomes lodged 
in a well, and when it becomes appar-
ent that efforts to recover the sealed 
source will not be successful, the li-
censee shall— 

(1) Notify the appropriate NRC Re-
gional Office by telephone of the cir-
cumstances that resulted in the inabil-
ity to retrieve the source and— 

(i) Obtain NRC approval to imple-
ment abandonment procedures; or 

(ii) That the licensee implemented 
abandonment before receiving NRC ap-
proval because the licensee believed 
there was an immediate threat to pub-
lic health and safety; and 

(2) Advise the well owner or operator, 
as appropriate, of the abandonment 
procedures under § 39.15 (a) or (c); and 

(3) Either ensure that abandonment 
procedures are implemented within 30 
days after the sealed source has been 
classified as irretrievable or request an 
extension of time if unable to complete 
the abandonment procedures. 

(d) The licensee shall, within 30 days 
after a sealed source has been classified 
as irretrievable, make a report in writ-
ing to the appropriate NRC Regional 
Office. The licensee shall send a copy of 
the report to each appropriate State or 
Federal agency that issued permits or 
otherwise approved of the drilling oper-
ation. The report must contain the fol-
lowing information: 

(1) Date of occurrence; 
(2) A description of the irretrievable 

well logging source involved including 

the radionuclide and its quantity, 
chemical, and physical form; 

(3) Surface location and identifica-
tion of the well; 

(4) Results of efforts to immobilize 
and seal the source in place; 

(5) A brief description of the at-
tempted recovery effort; 

(6) Depth of the source; 
(7) Depth of the top of the cement 

plug; 
(8) Depth of the well; 
(9) The immediate threat to public 

health and safety justification for im-
plementing abandonment if prior NRC 
approval was not obtained in accord-
ance with paragraph (c)(1)(ii) of this 
section; 

(10) Any other information, such as a 
warning statement, contained on the 
permanent identification plaque; and 

(11) State and Federal agencies re-
ceiving copy of this report. 

[52 FR 8234, Mar. 17, 1987, as amended at 56 
FR 64980, Dec. 13, 1991; 58 FR 67660, Dec. 22, 
1993; 65 FR 20345, Apr. 17, 2000; 68 FR 58806, 
Oct. 10, 2003] 

Subpart F—Exemptions 

§ 39.91 Applications for exemptions. 
The Commission may, upon applica-

tion of any interested person or upon 
its own initiative, grant such exemp-
tions from the requirements of the reg-
ulations in this part as it determines 
are authorized by law and will not en-
danger life or property or the common 
defense and security and are otherwise 
in the public interest. 

Subpart G—Enforcement 

§ 39.101 Violations. 
(a) The Commission may obtain an 

injunction or other court order to pre-
vent a violation of the provisions of— 

(1) The Atomic Energy Act of 1954, as 
amended; 

(2) Title II of the Energy Reorganiza-
tion Act of 1974, as amended; or 

(3) A regulation or order issued pur-
suant to those Acts. 

(b) The Commission may obtain a 
court order for the payment of a civil 
penalty imposed under section 234 of 
the Atomic Energy Act: 

(1) For violations of— 
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